TRIAGE

DELUXE

DISCRETE TRANSISTOR PREAMP

INSTRUCTIONS

Welcome to the Triage Deluxe!

The Triage Deluxe is an all transistor preamp which when pushed will overdrive. It has a high impedance FET

front end buffer to capture dynamics and retain high frequencies. Next is a high pass filter which runs from
20Hz to 1kHz to selectively roll off boom or rumble. Following this is a discrete opamp built from individual

transistors, carefully voiced to break up gracefully and musically.

A Breath control tames high frequency harmonics, but retaining the fundamental, so no wooliness or

dullness.

The Triage Deluxe is very reactive to guitar volume and tone control changes - experimentation is key.

As with all Horrothia pedals, the Triage Deluxe is built one by one with love in Falmouth, UK.

18V centre negative, standard pedal
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Headroom controls the
voltage that the second
gain stqlge runs at. The
initial FET preamp always
runs at the input voltage.
You can clip the second
gain stage at lower
headroom settings. This
control does make a rumble
when you turn it. This is
normal. Higher settings give
more sparkle, lower give
some crunch and warmth.
When clip is switched on
Headroom makes virtually
no effect.

Gain controls the second
gain stage gain level. It
ranges from unity up to

around 40dB which makes
it a strong clean boost
with clip switched off. The
voicing of the gain stage
has been refined from the
original Triage, it now has a
more gentle high end roll-
off. The gain control is
affected by the Input HPF,
as the HPF reduces the
signal hitting the gain
stage and so working
these together is
recommended.

. Ideally use an isolated

for minimum hum and
noise. It will run from 9V upwards, but

you don’t have access to all of the clean

headroom.
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switch switches on the

clipping diodes. Off gives you a clean

preamp that you can overdrive at lower
headroom settings.

The Input high pass filter
lies between the initial FET
preamp and the following
gain stage. It removes low
end from the buffered
signal and allows you to
sculpt the core tone of
your signal. It is particularly
ood at removing boom
rom humbuckers, and it
can also create a mid-
bump like a TS but
tuneable. It can also
reduce overpowering low
frequencies present in amp
cabinets with certain
arrangements of speakers.
Finally, it is aurally similar
to the proximity effect of
moving a mic away from a
speaker cabinet.

The Breath control
functions after the second
?ain stage. It rolls off high

requencies generated by
the FET front end and the
second gain stage. Itis
voiced such that even at
minimum it still retains
clarity of the signal, so the
whole travel of the control
is musical and useful.
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The footswitch controls a relay so when power is unplugged, the
pedal automatically bypasses.
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